Section 5: Specifications & Capacities

Pride

BS & BSE Series

Specifications & Capacities

Model No. BS10 BS20 BSE10 BSE20
Weight of Unit 156 Ibs (70.8 kg) | 196 Ibs (88.9 kg) | 168 Ibs (76.2 kg) | 208 Ibs (94.3 kg)
Number of Spears 1 2 1 2

Frame Lift Capacity 1,800 Ibs 2,500 lbs 1,800 Ibs 2,500 Ibs
24" (61 cm) from face of frame (817 kg) (1134 kg) (817 kg) (1134 kg)
g:::;f‘;:;:‘i:gé:d of Point 44 1/2" (1.13 m) 45" (114 m) 44 1/2" (113 m) 45" (114 m)

Spear Diameter

1 3/4" (4.4 cm)

Hitch Style

Universal Quick Attach Style Hitch |

Euro Style Hitch

49 1/4" (1.25 m) — =

441/2" (1.13 m) ——

50 1/2" (128 m) -,

(0] ?
L J 19 1/2" (50 cm)

‘ ‘ !

L 23 3/4" J
(60 cm)

-~ 491/4" (125 m) — =~

BS10

-~ 531/2"(1.36m) .

-~ 45" (1.14 m)
¢ N

311/8"
0.79 m)
I — | l
30“
(76 cm) 35022
BS20

~_ 453/4" (116 m)

[

$

23 3/4"
~(60cm)

53" (135m) .

441/2" (113 m) —y

19" (48 cm)

BSE10
la— 45 3/4" (1.16 m) —= ~——551/2" (141 m) — |
~— 45" (114 m) —~
311/4"
79 cm)
I I
EZL - j:
(76 cm)
35023
BSE20

10/31/19

BS10,BS20, BSE10, & BSE20 Bale Spears 319-062M 15




